This Page Is Inserted by IFW Operations 
and is not a part of the Official Record 

BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



XP-002255021 oepoooc/epo 

PN - CN1 066404 A 19921125 

Ti - AIR INGREDIENT SEPARATING DEVICE 

ab - This invention relates to a kind of air composition separator to separate the composition of air under normal temp, and 

pressure. It is formed jointly by an outer shell discharging needles, electrode isolation plates, ventilating tubes, isolatir^ 
plates, accelerating electrode plates and air pumping holes, etc. Its features are: the discharging needles and electroci£ 
isolating plates are placed at one end, accelerating electrode plates and isolating plates located at the other end. Thef* occ 
ventilating tabes passing through between these electrode isolating plates and isolating plates, and many small holet; Of t 
opened on these ventilating tabes; and 2 pumping air holes are opened on the top wall of the outer shell. Air after underncf i 
ionization, the different ingrediants are diverted into definite directions, is to be used by purr$amj invention may be " ». 
used extensively in handicraft industry, environmental protection, and civil ventilation and air changing services. *^ 
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